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B E N E F I T S

Stm detectors are vehicle detectors which react to any metallic
presence or variation and then, transmit the command to the
automation system.
The Soft Mobility versions have a specific detection algorithm
and an adapted sensitivity. Associated with particular inductive
loops*, they react precisely to the magnetic print of a bicycle,
scooter,....

Cycles are more and more in the urban space. On
dedicated or mixed tracks, their presence requires
adapting the environment to ensure their safe
integration. STM magnetic detectors Soft Mobility
versions provide specific detection and counting
solutions for installations requiring cycle consideration.

Operating principle

 

DETECTORS MAGNETIC
STM - SOFT MOBILITY

 
For a safe and fluid shared urban space

Characteristics

Detection accuracy
Thanks to the recommended inductive loops* and their specific
algorithm, the Soft Mobility detectors ensure accurate and
reliable cycle detection and localization.

Self test
On power-up, the entire installation is checked automatically,
then gives way to a permanent control.
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Magnetic detection by inductive loop

Constant over the entire inductance range used

Omnidirectional

Min 10µH MAx 1500µH

ON/OFF relay / gold contact for low current

NO/NC relay = Max 2A / 28 VACDC, min 10 mA / 5 VDC. 
 Positive security

230VAC-24VDC; Electronic current and voltage protection

< 1,5V

Storage: -50°C to +85°C Use -30°C to +70°C.

IP40 - UV resistant / With base 80 X 42 X 102mm / 220g

11 pin connector

Switch and potentiometer 
Diagnostic message and relay output via LED

CE

Technical alarm
Soft Mobility detectors are equipped with a second relay for

technical alarm.

 

Easy installation and maintenance
The detector's standard 11-pin connector allows simple

mounting on standard DIN rail. 

The status of the detector is clearly visible thanks to the LEDs

on the front panel.

Technical characteristics

PRODUCTS ADVANTAGES

Products suitable for cycles

Auto loop tuning and self test

Easy installation

High reliability and precision

Technology

Sensitivity

Mode

Loop inductance

Output type

Switched power

Supply voltage

Consumption

Temperature range

IP / dimension / weight

Connection

Interfaces

Compliance

*Document of recommendations

STM-6EV-300-000 : Single-channel detectors for cycles, AT, TO 4mn, 230VAC
STM-6EN-300-000 : Single-channel counting detector for cycles, AT, TO 4mn,
230VAC

CE63000B : Préconisations d'installation boucles cycles
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